
Channel drain LINEAR
FDL 800 / FDL 1000 / FDL 1200

Channel drain

TB 800 SS / FDTB 900 SS / FDTB 1000 SS / FDTB 1200 

hannel drain sizes: 
800 / 900* / 1000 / 1200 / 1800* mm (l) x 69mm (w) x 21mm (d) Ø45mm
Required waste flange minimum Ø50mm

*selected models only

Channel drain 
FD  800 / FD  1000 / FD  1200

Channel drain

T 800 / FDT 900 / FDT 1000 / FDT 1200

 LINEAR 

 

hannel drain sizes: 
800 / 900 / 1000 / 1200 / 1800* mm (l) x 69mm (w) x 21mm (d) Ø45mm

equired waste flange minimum Ø50mm

*selected models only

channel drains



point drains

MESH
FD11XS65-M

LINEAR
FD11XS65-L

TILE INSERT
FD11XS65-T

Above point drain sizes: 110mm (l) x 110mm (w) x 21mm (d) – Ø65mm
Required waste flange minimum Ø80mm

Point drain SOLID INSERT is available in 4 finishes. 

BRUSHED STAINLESS  FD11XS65-SI

MATT BLACK FD11XS65-SI Black

BRUSHED GUN-METAL FD11XS65-SI GM

BRUSHED BRASS FD11XS65-SI Brass

Above point drain sizes: 110mm (l) x 110mm (w) x 21mm (d) – Ø65mm
Required waste flange minimum Ø80mm

Above channel drain sizes: 
300mm (l) x 100mm (w) x 21mm (d) – Ø65mm 
Required waste flange minimum Ø80mm
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