
DESCRIPTION / SPECIFICATIONS

Single bars
installation instructions

mm d011 x w054  V21

mm d011 x w006  V21

mm d011 x w058  V21

ROUND SQUARE

The single bar rails are individual heated bars installed in a ‘landscape’ direction, one on top of the other to 

create an aesthetic ‘floating ladder’ feature in the bathroom. 

Note: 6mm drill bit included
High temperature silicone cable is recommended for wiring from transformer

PRB45/PRB45 Black/PRB45 BSS/PRB45 GM/PRB45 Brass/PRB45 WG

PRB60/PRB60 Black/PRB60 BSS/PRB60 GM/PRB60 Brass/PRB60 WG 

PRB85/PRB85 Black/PRB85 BSS/PRB85 GM/PRB85 Brass/PRB85 WG  

P B45/P B45 Black

P B /P B  Black

P B 5/P B 5 Black

mm d011 x w054  V21

mm d011 x w006  V21

mm d011 x w058  V21

BRUSHED
BRASS

BRUSHED
BRASS

STAINLESS STAINLESS

 WHITE
GOLD
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As with any electrical appliance, you should be aware of the basic safety precautions when using this heated 
towel rail. Please read these instructions and file them for future reference.

This appliance is not to be used by persons (including children) with reduced physical, sensory or me tal 
capabilities, or lack of experience and knowledge, unless they have been given supervision or instruction.

Because this appliance gets hot, young children and infirm people should be closely supervised when near 
the appliance. Children should be supervised to ensure that they do not play with the appliance.

SAFETY INFORMATION
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Mounting fittings provided with each single bar:
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INSTALLATION

Screw the fixing bar vertically 
on the appropriate stud (set 
back 10mm from unsheeted 
stud). The fixing bar is 
required to be fitted on the 
right-hand wired side of the 
individual bars and must be 
installed at least 600mm 
above the floor from the 
bottom bar. 

Screw the threaded rod into the 
appropriate location of the fixing 
bar according to the selected 
spacing between bars. Secure 
with a hexagonal nut. Thread 
the electrical wiring through.

Before fitting the sheeted surface, 
drill holes in the fitted wall sheets 
to suit the spacings of the 9mm 
threaded rods. Install the sheet, 
ensur-ing at least 15mm of the 
threaded rod is still exposed. 
Ensure that the thread stays free 
of tile cement by taping the 
exposed threads.  

Using the individual bars mark on the wall 
the position of the required mushroom fixing 
on the left hand leg side. Attach the 
mushroom to the wall using the wall plug 
and wood screw provided. 

Take the threaded mushroom and screw down onto the 
exposed threaded rod. Pull the wire through and attach 
to the wire connection on the individual bar. 

Position the single bar legs over the mushrooms and 
tighten using grub screws into the bottom legs of the 
individual bars. 

This appliance must be installed as per the relevant wiring rules and regulations including the 
regulations covering the installation of appliances and accessories in ‘wet areas’ such as bathrooms, 
showers and laundries. Installation should be in accordance with AS/NZS 3000:2007. 
An accessible isolation switch is required in the fixing wiring. The fixing bracket should be mounted 
vertically with the cord exiting from each bracket mount. This should be positioned at least 600mm 
above the floor from bottom bracket. Assemble and wire the In-wall fixing system as shown in the 
pictures. 
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